
art. no.: clearence perm. Stroke

25760 3,0+0,7 11

25081 5,9+0,6 11

26481 1,25+0,8 11

Hydr. Actuation Cylinder dia38,1

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
Telefon (08056) 906-0

E-Mail:  Info@knott.de
http://www.knott.de

Telefax sales dept. (08056) 906-103
Telefax design dept. (08056) 906-106

special types on request

perm. pressure range: P=5mbar - P = 120 bar
(suitable for vacuum filling)
medium: mineraloil acc. DIN 51524 and HD-oill and STOU-oil
perm. temperature range: -40° bis 120 °C

data sheet no.: 35610



art. no. A B

25835 71.8 160

26405 161.3 250

Hydr. Actuation Cylinder dia62

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
Telefon (08056) 906-0

E-Mail:  Info@knott.de
http://www.knott.de

Telefax sales dept. (08056) 906-103
Telefax design dept. (08056) 906-106

perm. pressure range: Pabs = 200 mbar to Pmax = 25 bar
medium: hydraulicoil HLP DIN 51524 and STOU-oil
perm. temperature range: -40° to 120 °C

data sheet no.: 36849

special types on request



art.no. clearance
perm. stroke        in 

(mm)

25663 --- 10

102117.01/.02 --- 10

data sheet: 35986

data for actuation cylinder
perm. pressure range: Pabs = 5 mbar up to Pe = 120 bar 
perm. temperature range: -40°C up to 120°C
brake fluid: brake fluid ref. to DOT3 u. 4 or SAE J1703
pressure connection: M10x1

Hydr. - Mech.

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
phone (08056) 906-0

e-mail:  Info@knott.de
http://www.knott.de

fax sales dept. (08056) 906-103
fax design dept. (08056) 906-106

Actuation Cylinder dia22,2/dia38,1 

special types
on request



art.no. clearance perm. Stroke in mm

100627 --- 10

data for the actuation cylinder
perm. pressure range: Pabs = 5 mbar up to Pe = 120 bar 
perm. temperature range: -40°C up to 120°C
brake fluid: hydraulicoil HLP ref. DIN 52524 / Aral HGS Fluid / ESSO gearbox oil SAE 85 - W90
pressure connection: M10x1

Hydr. - Mech.

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
phone (08056) 906-0

e-mail:  Info@knott.de
http://www.knott.de

fax sales dept. (08056) 906-103
fax design dept. (08056) 906-106

Actuation Cylinder dia22,2/dia38,1 

special types
on request



art.no. clearance perm. Stroke in mm

101260 --- 10

data for the actuation cylinder
perm. pressure range: Pabs = 5 mbar up to Pe = 120 bar 
perm. temperature range: -40°C up to 120°C
brake fluid: hydraulicoil HLP ref. DIN 52524 / Aral HGS Fluid / ESSO gearbox oil SAE 85 - W90
pressure connection: M10x1

Hydr. - Mech.

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
phone (08056) 906-0

e-mail:  Info@knott.de
http://www.knott.de

fax sales dept. (08056) 906-103
fax design dept. (08056) 906-106

Actuation Cylinder dia22,2/dia38,1 

special types
on request



art.no. clearance perm. stroke in mm

13909 --- 9

data for the actuation cylinder
perm. pressure range: Pabs = 5 mbar up to Pe = 120 bar 
perm. temperature range: -40°C bis 120°C
brake fluid: brake fluid ref. DOT3 u. 4 or SAE J1703
pressure connection: M10x1

Hydr. - Mech.

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
phone (08056) 906-0

e-mail:  Info@knott.de
http://www.knott.de

fax sales dept. (08056) 906-103
fax design dept. (08056) 906-106

Actuation Cylinder dia35/dia55 

special types
on request



Lüftspiel

---

data for the actuation cylinder
perm. pressure range: Pabs = 5 mbar up to Pe = 120 bar 
perm. temperature range: -40°C bis 120°C
brake fluid: hydraulicoil HLP ref. DIN 52524 / Aral HGS Fluid / ESSO gearbox oil SAE 85 - W90
pressure connection: M10x1

Hydr. - Mech.

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
phone (08056) 906-0

e-mail:  Info@knott.de
http://www.knott.de

fax sales dept. (08056) 906-103
fax design dept. (08056) 906-106

Actuation Cylinder dia28/dia50,8 

Art. Nr.:

102155.01/.02

special types
on request



art. no.:
piston-

diameter
D

perm.
stroke 

S
datasheet

14316 62 8 37670

100963 50.8 7 36556

perm. pressure range: Pabs = 5 mbar to Pmax = 70 bar (suitable for vacuum filling)
perm. medium:  HLP hydr.-oil DIN 51524 opt. Pentosine CHF 11S Hydr. Fluid
perm. temperature range: -40° to 120°C

Hydr. - Mech. Actuation Cylinder  

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
Telefon (08056) 906-0

E-Mail:  Info@knott.de
http://www.knott.de

Telefax sales dept. (08056) 906-103
Telefax design dept. (08056) 906-106

special types on request



Hydr. - Mech.
Actuation Cylinder dia36/dia55

data for actuation cylinder
perm. pressure range: Pabs = 5 mbar up to Pe = 120 bar 

perm. temperature range: -40°C up to 120°C

brake fluid: hydraulicoil HLPD32 ref. DIN 51524 ja 1.75

or HD-Öle ja 1.75

or STOU-Öle

pressure connection: M14x1,5

e-mail:  Info@knott.de
http://www.knott.de

fax sales dept. (08056) 906-103
fax design dept. (08056) 906-106

art.no.

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
phone (08056) 906-0

13822.01/.02

14171.01/.02
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special types
on request



Hydr. - Mech.
Actuation Cylinder dia36/dia55

data for actuation cylinder art.no. 13751

perm. pressure range: Pabs = 5 mbar up to Pe = 120 bar 

perm. temperature range: -40°C up to 120°C

brake fluid: Dexron IID, Pentosin CHF 11S und STOU - Öle

pressure connection: M14x1,5

E-Mail:  Info@knott.de
http://www.knott.de

fax sales dept. (08056) 906-103
faxdesign dept. (08056) 906-106

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
phone (08056) 906-0

Sonderausführungen 
auf Anfrage

special types
on request



data sheet no.: 35820

perm. pressure range: piston dia40 Pabs = 5 mbar to Pmax = 120 bar (suitable for vacuum filling)

piston dia67 Pabs = 200 mbar to Pmax = 25 bar

perm. medium: STOU-Öl:HLP hydr.-oil DIN 51524 opt. Pentosine CHF 11S Hydr. Fluid
perm. temperature range: -40° to 120°C
perm. cooling oil pressure Pkühl =20 bar

Hydr. - Mech.

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
Telefon (08056) 906-0

E-Mail:  Info@knott.de
http://www.knott.de

Telefax sales dept. (08056) 906-103
Telefax design dept. (08056) 906-106

Actuation Cylinder dia 67/40 
Art.No.: 13902 (with booster)

special types on request



Spring Applied Hydraulic
Released Cylinder dia85

data for the SAHR - cylinder

perm. pressure range: Pabs = 200 mbar up to Pe = 55+10 bar 

min. release pressure: 39 bar art.no.

max. release pressure: 55 + 10 bar 100459.01 20500

perm. temperature range: -25°C up to 100°C (for short time 120°C) 100459.02 16500

brake fluid: hydraulicoil HLPD32 ref. DIN 51524 100459.03 18000

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
phone (08056) 906-0

max. 
stroke 

in 

e-mail:  Info@knott.de
http://www.knott.de

fax sale dept. (08056) 906-103
fax design dept. (08056) 906-106

max. spring        
force in (N)

9

9

9

special types
on request



Spring Applied Hydraulic
Released Combination Cylinder

data for SAHR - Cylinder

perm. pressure range: Pabs = 5 mbar up to Pe = 120 bar 

perm. temperature range: -40°C up tp 120°C 45 ja 165 5600

brake fluid: hydraulicoil HLPD32 ref. DIN 51524 116 ja 165 5600

max. 
stroke in 

(mm)

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
phone (08056) 906-0

100950

101572
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e-mail:  Info@knott.de
http://www.knott.de

fax sales dept. (08056) 906-103
fax design dept. (08056) 906-106

distance 
cylinder 
surface - 

ball 
centre 
(mm)
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special types
on request



Spring Applied Hydraulic Released
Combination Cylinder dia55

Data for the SAHR Cylinder
perm. pressure range: Pabs = 5 mbar up to Pe = 120 bar 

perm. temperature range: -40°C up to 120°C

brake fluid: (B) for brake fluid ref.

DOT3 u. 4 or SAE J1703

(M) for hydraulicoil HLP ref. DIN 52524

or HD-Öl or STOU-Öl
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A B C D E F G H J K L M N O

12700 35708 M14x1,5 6560 25+10 120 11 143.4 50.0 70f7 62.5 52.0 45.5 64.0 106.0 45.5 39.4 25.0 13.0 11.0 18.0

13154 35708 M14x1,5 6560 25+10 120 11 143.4 50.0 70f7 62.5 52.0 45.5 64.0 106.0 45.5 39.4 25.0 13.0 11.0 18.0

101865 36352 M14x1,5 12500 50+10 120 11 184.5 50.0 70f7 70.0 52.0 45.5 94.0 120.0 45.5 39.4 25.0 13.0 11.0 18.0

D-83125 Eggstätt
Obinger Straße 15

max. perm. 
pressure range in 

bar
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fax sales dept. (08056) 906-103
fax design dept. (08056) 906-106

e-mail:  Info@knott.de
http://www.knott.de

Postfach 20
phone (08056) 906-0

special types
on request



Spring Applied Hydraulic Released
Combination Cylinder dia55

Data for the SAHR Cylinder
perm. pressure range: Pabs = 5 mbar up to Pe = 120 bar 

perm. temperature range: -40°C up to 120°C

brake fluid: (B) for brake fluid ref.

DOT3 u. 4 or SAE J1703

(M) for hydraulicoil HLP ref. DIN 52524

or HD-Öl or STOU-Öl
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A B C D E F G H J K L M N O

102184 35708 M14x1,5 6560 25+10 120 11 143.4 50.0 70f7 62.5 52.0 45.5 64.0 106.0 45.5 39.4 25.0 13.0 11.0 18.0
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fax sales dept. (08056) 906-103
fax design dept. (08056) 906-106

e-mail:  Info@knott.de
http://www.knott.de

Postfach 20
phone (08056) 906-0

D-83125 Eggstätt
Obinger Straße 15

max. perm. 
pressure range in 

bar
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special types
on request



perm. pressure range: Pabs = 5 mbar to Pmax = 120 bar (suitable for vacuum filling)

perm. medium:  HLP Hydr.-oil DIN 51524 

perm. temperature range: -30° to 100°C

Hydr. - Mech. Actuation Cylinder  

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
Telefon (08056) 906-0

E-Mail:  Info@knott.de
http://www.knott.de

Telefax sales dept. (08056) 906-103
Telefax design dept. (08056) 906-106

special types on request



perm. pressure range: Pabs = 5 mbar to Pmax = 120 bar (suitable for vacuum filling)

perm. medium:  HLP Hydr.-oil DIN 51524 

perm. temperature range: -30° to 100°C

Hydr. - Mech. Actuation Cylinder  

D-83125 Eggstätt
Obinger Straße 15

Postfach 20
Telefon (08056) 906-0

E-Mail:  Info@knott.de
http://www.knott.de

Telefax sales dept. (08056) 906-103
Telefax design dept. (08056) 906-106

special types on request


